City Station Platforms

Instructions for Assembly of the HO scale kit v1.4

Kit Contents:
11ea. Sheets of Laser cut .060 acrylic parts.
Instructions with diagrams.
Thank you for purchasing this kit. Please read these instructions completely before beginning and
take your time. Allow parts to dry after painting or gluing and do not try to build this in one day.
You will need the following items to assemble your model: Hobby knife, fine sand paper, file,
paint (see “Painting Your Model”), paint brushes, glue (see “Gluing Acrylic”), modeling putty.
Drawings of all the parts are included for identification.
Practice gluing the acrylic together if you have never done it before.
Dry fit (test fit without glue) all the parts prior to assembly. Some of the parts fit behind others so
the order of assembly is critical.
If a part is missing or broken, please email us indicating the kit name, scale, and part number and
we will send you a replacement at: info@cmrtrain.com
Please note:
Parts of the kit have been painted gray in the assembly photos so that new parts can easily be seen
and identified. This is only for ease of identifying parts and seeing them clearly in the photos. We
recommend gluing all parts together prior to painting unless otherwise noted.
Pre-production models were used in these instructions, your parts may vary slightly.
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About the HO Scale City Station Series v1.4
This kit is one in a series of kits designed to work together or separate. The series includes:
Station Kit
Station Facade Kit
Station Concourse Kit
Station Platforms Kit
Station Canopy Kit
The City Station Kit is a Beaux-Arts style structure designed to have street access on one side and
train tracks on the other. It can be built on the same level as the tracks or elevated above them
with the addition of the Concourse Kit.
The City Station Facade Kit is the same as the Station Kit except it is only the track side facade of
the structure. It can be built on the same level as the tracks or elevated above them with the
addition of the Concourse Kit.
The City Station Concourse Kit is designed to sit over the tracks. It includes the Vestibule, the
Concourse, six Stairways, four 20" Platforms (each platform is a pair of two 10" platforms) and
the Retainer Wall. It looks best if the tracks are centered under the windows but it is not
mandatary unless you plan to use the Canopy Kit. If you use the Platforms with Umbrella Sheds
you can place the tracks anywhere under the Concourse.
The City Station Platform Kit includes six 10" Platforms with Umbrella Sheds, two Plain 10"
Platforms and two sets of Platform Ends.
The City Station Canopy Kit includes an arched canopy that covers all the platforms and tracks
beneath it. It uses the platforms that come with the Concourse Kit.
You can see all of these kits and more information about each one including measurements and
schematics at: www.cmrtrain.com
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About this Kit
The Platforms with Umbrella Sheds are intended to be used with our City Station and Concourse
kits. Each platform is 10" long. They can be lined up to create as long of a platform as desired.
Typically there would be platforms with sheds in front of the station and then at the ends they
would transition to plain platforms and then the curved platform ends.
Parts are labeled in the instructions inside parentheses.
Many parts have engraved details on them. Be sure that these are facing out when gluing the parts
together. It is easy to install these backwards by mistake. The tops are engraved on both sides, the
bottom is labeled so be sure to get the orientation of this part correct.
Your kit includes a total of eight platforms. Six with sheds and two without sheds as well as a pair
of platform ends. The instructions show the assembly of the platform with the shed. The assembly
of the plain platform is identical less the shed. Note that the plain platforms do not have holes in
them for the shed supports.
Preparing Your Model for Painting
We recommend lightly sanding all parts to remove the raised edge created during the laser cutting
process. In order to hide the seams we recommend using “hobbyist putty” such as Squadron
Modeling Putty. Do this in a very well-ventilated area. Apply the putty over the seams and allow
to dry overnight. Once the putty has dried, place a sheet of fine sandpaper on a flat surface and
sand smooth. You may need to apply a second coat of putty and sand again.
Painting Your Model
We painted our model after the parts were assembled. All of the sub assemblies were sprayed with
Krylon Gray Primer.
The platforms were painted with concrete colored acrylic paints applied with an airbrush.
The shed support assemblies were painted green.
The roofs were painted flat black.
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Adhesives
Gluing Acrylic
Always glue acrylic in a well-ventilated area, and read the glue manufacturer’s label for
instructions.
We recommend using Scalecoat brand “Probond”, Plastruct brand “Bondene Solvent Cement” or
“Plastic Weld Cement”. Most hobby shops carry these products. Or they may be ordered directly
from the manufacturer.
Acrylic must be glued together using a solvent that will melt the two edges and literally fuse them
together. To do this, place the two pieces to be joined together and run a bead of solvent down
the edge. Capillary action will suck the solvent into the joint and after several seconds the pieces
will be fused. After only a few minutes the pieces will be strong enough to work with. The bond
will be completely dry within twenty-four hours using the above-mentioned products.
Solvent can be dispensed two ways.
Typically the solvent comes in a small bottle with a brush in the lid. The brush allows you to
dispense a drop or two of solvent at a time.
You may want to use a polyethylene bottle or syringe with a blunt needle dispenser. This allows
larger amounts of solvent to be dispensed quickly and cleanly. Be sure the bottle you are using is
approved for the solvent you are using or you may melt through it. These bottles may be
purchased from CMR.
Cyanoacrylate (CA) Super Glue
Parts that are not plastic or are painted prior to gluing must be glued together using a non solvent
based glue. This means the parts are held together by the glue and not the process of fusing or
welding them together with solvent. For this we recommend using CA where noted in the
instructions.
Craft Glue
Some parts are easier to glue using craft glue such as “Sobo”. We use craft glue to stick
previously painted parts together when we want a little working time.
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Platforms
The platform tops (P1) are engraved on both sides. The top has engraved curbs. The bottom has
two edge lines and a series of rectangles the same size as part (P2). The bottom is also labeled as
such. There are two types of platforms, plain and umbrella sheds platforms. The plain ones do not
have holes for the shed supports while the others do.

Figure 1
Place part (P1) flat with the bottom facing up. Glue Parts
(P2) x5 flat on the back of part (P1) using the engraved guide lines.
See Figure 1
Glue the remaining parts (P2) x5 vertically to the edge of the previously glued parts. Pay attention
to the two ends, the vertical parts should be flush with the ends of the platform.
See Figure 1
Glue parts (P3) x2 along the parts previously assembled with the engraved side facing out.
See photo for orientation of the part.
See Figure 1
The platform is complete.
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Platform Ends
Place part (P4) flat with the bottom facing up. Glue Parts (P5) x2 flat on the back of part (P4)
using the engraved guide lines.
See Figure 1
Glue the remaining part (P5) and part (P6) vertically to the edge of the previously glued parts.
Pay attention to the two ends, the vertical parts should be flush with the ends of the platform.
See Figure 2
Glue parts (P7) and (P8) along the parts previously assembled with the engraved side facing out.
See photo for orientation of the part.
See Figure 2

Figure 2

Stack and glue parts (P9) x3 together. Glue to the low end of the assembled platform.
See Figure 2
Glue part (P10) to the top of (P9) parts and flush against part (P4).
The platform end assembly is complete.
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Umbrella Sheds
Assemble the shed supports by gluing a part (P12)
to either side of part (P11). Repeat four times to
make four shed supports.
See Figure 3
Glue the parts (P12) x2 and (P13) to the four shed
supports. Be sure the assembly is square. Test fit
Figure 3
that it slides easily into the holes in the platform.
See Figure 4

Figure 4
Glue the roof parts (P14) x2 in place.
See Figure 5
Complete this for the remaining platforms.
See “Preparing Your Model For Painting”.
Your platforms are finished and ready to install on
your layout.
Figure 5
We thank you for purchasing this kit from CMR
and hope that you have enjoyed building it. Be sure
to visit our website to see our other kits at cmrtrain.com
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Platform Parts HO Page 1
Parts shown for one platform.

(P3) x2

(P11) x4

(P1)

(P12) x8

(P13) x2 (P14)

(P15) x2

(P2) x9
Parts shown for one Platform End

(P4) x1

(P6)

(P7)

(P5) x3

(P8)

(P9) x3

(P10)

